of Approval

Certificate No.: 10113Q10674ROM
Registration Add. Economy & Technology Development Zooe. Guangde City Anhur Province
Office Add. Econamy & Technology Development Zone, Guangde City
Production Add - Econamy & Technology Deselopment Zane, Guangde Ciry

Beifing ZhomgLianTianRun Certification Center (ZLTR) certify that the
Quality Management System of the above organization has been assessed and found 1o be

i accordance with the requi of the standard
GB/T19001-2008 / IS09001: 2008

SCOPE OF CERTIFICATION/REGISTRATION
Wood Plastic Composite products producing and sales

Subject to op ditions in requf v with Quality Management System,
This Certificate is valid for a period of three years only,
Date from: Jun 4th,2013 To: Jun 3rd, 2016

The effectiveness of this Certificate shall be Validated by pertodic surveillance audit
of ZLTR for muintenance. This Certificate will not be in force unless qualified identification
- s stuck there under by ZLTR within appropriate tome limit
0140811 Stuck 20150521 Stuck
 Conditions o effectivencss of certifices: seehip/ foww dwcomen

MANAGEMENT SYSTEM
CNAS C101-Q

Beijing Zhongliantianrun Certification Center

Roor 2601 28602, 2603, 26t Flocr, Ind Unit. Block 1. Wo.4 Yard, Qiming Road. Chacyang Distict. Beifing PR China 100107
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BUREAU VERITAS

Certification

CERTIFICATE

Number: BV-COC-010076
Issuad: July 26™, 2011
Valid until: July 25™, 2016

Bureau Ventas Certification certifies that the company

has implemented a FSC wood products control systiem according to the Forest Stewardship
Council certification system, in the following location(s):

Guangde Economy & Technology Development Zone, Guangde County 242237, Anhui
Province, China

242237 - GUANGDE - CHINA

for its activities concaming:
Manufacturing of Bamboo or Wood Plastic Composite
certified FSC Pure *

“Upaated fs! of 1s & npecies on thw FSC datnbane | wew in{o fecor)

This company has been assessed and found to conform to the requirements of thet
FSC Chain of Custody standard, Ref.: FSC-STD-40-004, v. 2.0

This certificate is valid for a 5 years period
Paris La Défense, July 26%, 2011

Buresy Voriaa C Dweczor
Etienne
%?/I/ g Bow
T
The wwilcity of thin curficase shal be venho 50 wwe S50 00 //
Tha cernbcate Moe? Gues M CONMAIE eWOBNCe (hal & ParbCuld POduc! sugpbed
By ihe certificate holter i F <onted o FSC Controlied Wood Producs offered. ""

shipped o aakd by the Garificas holder can aniy be considensd cowrad by the
stpe ol s cerplcaty when (he regured FSC claim is Claarty Listed o invewes
and shnping documerds

Accredited office and certification decinion: Bureau Veriiss Cetbcanon France
60 avanue oy Garkral o VGG Frars 12 Odfense

i otlifan
F5C accredied Lo
Manasgement office Dureau Ve
A lal of i praducs o nided W the scooe of T
conifcats may be bt rmnu Vorias Carbeaton

Thes ot iate emain U ioparty of Burasy vertas Centcmcn
SO OF TROAOGUCHGN st T CHrURCaNN e NNSE be LT o
DeEhTyed 00 Hursay Verdas reques
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CERTIFICATE OF CONFORMITY

Certificate NO.TC 07/09020

Applicant Address: Guangde economic & technology development zone, Anhui
Province, China

Manufacturing Site: Guangde economic & technology development zone, Anhul
Province, China

Product Name: Wood Plastic Composites New Material

Model No. : AYJOT, XYJ02, XYJ03, XYJI04, XYJO5, XYJI06, X¥J08 STRO1, STRO2
THE TEST REPORT

I G jon File: T 1
Reference NO./Rev:

Codes/Standards Applied: EN 133292000 EN 13986:2004

Date of Issuance: 27, Sep, 2007

Remarks:
This Certificate Is Only Valid For The Equip And Configuration Descri And In
Conjunction With The Test Data Detailed Above

Conclusion of Assessment:

We Hereby Confirm That the Technical G File and f g, Inspection
And Testing processes For Above Mentioned Equipment Comply With The Essential
Safety Requirements Of Construction Products Directive 89/108/EEC Applied Codes And
Standards.

e C€

UK Product Safety Test Center Limited
Room B, 1/F, LA BLDG, 66 CORPORATION ROAD
GRANGETOWN, CARDIFF, WALES, UK, CFLL TAW

info@uktc-gav.org.uk
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SCOPE OF CERTIFICATION/REGISTRATION
the envi by Anhui Sentai WPC New Material Co.. LTD's
Wood Plastic Cmpomwpr?dn_m producing and sales nmi phﬂ.wiﬂl? focates in Economy &

P e, Guangde C

Subject to g it ur ...... with Ei Munag System
ﬂmyﬂnm
The mufthu%uﬂwuh Validated by andit

by periodic
af ZLTR for maintenance This Certificate will not be in force unless rfmlifed identification
i stuck there under by ZLTR within mmw tiine fomit

0105 Stuck M6-05- 24 Stuck

Caonditings on ﬂh—:m‘m; of erifican m—.hr_rg e dr: £oum cn

CNAS C101-E

Beumg Zhongliantianrun Certn'rcatlon Center

2602 2503 26t Fiser, Tne Usil. S5ock 1. No 4 tand. Swipng, PE Ching 100107
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TEST REPORT

Report Reference No. ... :

Prepared by (name and signature) .. :

Approved by (name and signature).. :

blateofissue ... .. ... 4

onlents . o :

SHO0808001-1R1

A F
/
Fred Bao /ﬂ/\{%
Stanley Zhou %"

August 29, 2008

Total test report 5 pages includidg:
Report text: 4 pages

Appendix A for product photos: 1 page

Testing Laboratory name ... .. <

Intertek Testing Services Building Products

Aoiffeae. 0 - Building T52-8, No0.1201 Gui Qiao Road, Jingiao Development
Area, Pudong District, Shanghai , China

Testing location ..o i . Same as above

Applicant'sname ... © AHHUI SENTAI WPC NEW MATERIAL CO.LTD _

Address.. i A b . Guangde Economy & Technology Development Zone, Guangde
County, Anhui Province, China

Test specification:

StEMga... i, © ASTM D2565 Cycle 1, ASTM D2244, ASTM D790, ASTM D638,

Non-standard test method... ... ... ..

ASTM D256, ASTM D6111, ASTM E228, ASTM D1037 Clause 7,
RoHS  Requirement  2002/95/EC  AND  AMMENDMENT
2005/618/EC

N/A

Test item description......... ... :
TradeMark . ..o :

Model and/or type reference ........... :
Manufacturer ... ... . !
Rating(s) ..............0 .. .

Wood-Plastic Decking Board
SENTAI WPC, Wear well

STO1A 595.2mmX31mm X146mm
AHHUI SENTAI WPC NEW MATERIAL CO. LTD

Summary of testing:

The submitted samples were tested in accordance with specified standards, and listed the result

accordingly, refer to text for detail.

intertek Testing Services Building Products
Building T52-8, No.1201 Gui Qiao Road, Jingiao Development Area, Pudong District, Shanghai , China
Tel: 86-021-50319089 Fax: 86-021-3872000

www intertek-etisemko com




Page 2 of 5 Report No.: SHO808001-1R1
Test item particulars
Classification of installation and use ... Co—
SUpPlY ConNection. ...........cccovencndeniisn . D=
Possible test case verdicts
- Test case does not apply to the test object................. - N/A
- Test object does meet the requirement ... P(Pass)
- Test object does not meet the requirement............... F (Fail)
Testing
Date of receipt of testitem.............................. July 17 2008
Date (s) of performance of tests...............c.c.ccocoel August 11, 2008 — August 29, 2008

General remarks:

This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client. Intertek's
responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any party. other than to
the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client is
authorized to permit copying or distribution of this report and then only in is entirety. Any use of the Intertek name or one of its marks for
the sale or advertisement of the tested material, product or service must first be approved in writing by Intertek. The observations and test
results in this report are relevant only to the sample tested. This report by itself does not imply that the material, product, or service is or
has ever been under an Intertek certification program.

Throughout this report a comma (point) is used as the decimal separator.

When determining the test result, measurement uncertainty has been considered.

General product information:

Decking Board Nominal dimension: 595.2mm X 146 mm X 31mm;

According to the requirements of standards, some small pieces of decking boards were also available. The
dimensions of the small pieces were 50mm X 12.5mm X 6.3mm and 63.5mm X 12.7mm X 12.7mm.

Intertek Testing Services Building Products
Building T52-8, No.1201 Gui Qiac Road, Jingiao Development Area, Pudong District, Shanghai . China
Tel: 86-021-50319088 Fax: 86-021-3872000

www intertek-etisemko com




Page 3 of 5 Report No.: SH0808001-1R1

Performance test

Clause Requirement - Test Result - Remark Verdict

ASTM D1037-06a, Clause 17

The modified Janka-ball test method shall be used bi . .
with @ “ball’ 0.444in_in diameter. The load shall be C‘?ml '“tﬁ‘.’ ‘ f°”'6 singie o
recorded when the “ball’ has penetrated to one-half {singie thickness 6 mm) together; No

e : Place the ball on top surface; ;
its diameter into the panel. Average Maximum load: 7166N, Verdict

The load shall be applied continuously throughout | with crack.
the test at a uniform rate of motion of the movable
crosshead is 0.25 inch/minute.

G

Hardness

ASTM D256-06a Failure categories:
Used the 2.75J pendulum type hammers, mounted | C completed break;
in lzod-type machine, in breaking standard : :
Impact  |Specimens with one pendulum swing. Six standard Average' notch impact resistance:| .
resistance | Specimens prepared in accordance with section 22.8JIm; Verdict
o 1.2
: Sample width: 12.7mm;
Sample depth under notch: 10.16mm;
Test method: method C;

ASTM D6111-03

The weight of sample in air: 4 81g,
- Overall weight of totally immersed sinker, cage, and |

Average estimated toss correction:
0.16J;
‘Net impact resistance: 10.2J/m

. iallis i S . Average density: No
Bulk Density |partially immersed wire: 184.23¢; ‘ DZ¢ =1 39 g!cm3 Verdict
Overall weight of specimen completely immersed
- and of the wire partially immersed in liquid:
182.87g;
Coefficient of |ASTM E228-06 No

. 5 ‘-
Thermal | Temperature from 25°C to 50°C; G bttt Verdict
Expansion | The original length: 50.56mm,

ASTM EB38-03

The thickness at the center of sample is 4mm; And
the width at the center of sample is 6mm. The

Tensile | specimen is prepared in Type IV in accordance with | Average Tensile Strength at Break:| No
Properties | gection 6. 21.6 MPa Verdict

The speed of testing is Smm/minute

The tensile strength at break is reported.

intertek Testing Services Building Products
Building T52-8, No.1201 Gui Qiao Road. Jingiao Development Area, Pudong District, Shanghai , China
Tel: 86-021-50319089 Fax: 86-021-3872000
www.intertek-etisemko. com







